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While it is attractive to integrate a deformable mirror (DM) for adaptive optics (AO) into the telescope
itself rather than using relay optics within an instrument, the resulting large DM can be expensive,
particularly for extremely large telescopes. A low-cost approach for building a large DM is to use
voice-coil actuators connected to the back of the DM through suction cups. Use of such inexpensive
voice-coil actuators leads to a poorly damped system with many structural modes within the desired
bandwidth. Control of the mirror dynamics using electro-mechanical sensors is thus required for inte-
gration within an AO system. We introduce a distributed control approach, and we show that the “inner”
back sensor control loop does not need to function at low frequencies, leading to significant cost reduction
for the sensors. Incorporating realistic models of low-cost actuators and sensors together with an atmo-
spheric seeing model, we demonstrate that the low-cost mirror strategy is feasible within a closed-loop
AO system. © 2012 Optical Society of America
OCIS codes: 010.1285, 010.1330, 080.4035, 220.1080, 220.4830.
1. Introduction
Most modern ground-based optical telescopes use
adaptive optics (AO) with one or more deformable
mirrors (DMs) for correction of atmospheric distur-
bances. It is useful to include large DMs in a tele-
scope system to avoid lossy relay optics and to make
the telescope more compact [1]. Large DMs typically
have either piezo-electrical (displacement) or voice-
coil (force) actuators. For example, a concept includ-
ing piezo-electrical actuators has been proposed for
the E-ELT [2] and the 911 mm-diameter deformable
secondary mirrors for the large binocular telescope
AO system using a concept encompassing force ac-
tuators, applied by an Italian group based at the
Arcetri Astrophysical Observatory. The project team
first demonstrated correct function of the DM in a
laboratory environment [3], and first light on the
telescope was made in 2010 [4].
Potential low-cost voice-coil actuators and position
sensors have been described in [5] and are shown in
Fig. 1. The actuators encompass a moving rod, which
is driven by a voice coil and has a linear variable dif-
ferential transformer (LVDT) measuring the relative
position of the rod. Use of commercially available
voice coils, which limit the actuator bandwidth com-
pared to the force actuators used in [3,4], can reduce
the costs. The rod is connected to the DM through a
suction cup, avoiding direct physical contact between
the mirror and the actuators. Internal feedback loops
in the actuators increase the bandwidth of the actua-
tors. A system with such actuators can be inexpen-
sive because tight tolerances are not needed. As a
comparison, the existing force actuators used for
large DMs [3,4] use permanent magnets glued to
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the back of the mirror, which give a large uniform
(flat) frequency response. In contrast, the actuator
concept proposed here has a flat response of only a
few kHz, and there is no need for extra components
at the back of the mirror. Low-cost back sensors to
measure mirror deflection can bemade using electret
microphones in rubber bellows. However, these sen-
sors do not respond statically, nor is it straightfor-
ward to collocate them with the actuators.
A distributed control approach for a thin mirror
using force actuators was introduced in [6]. The con-
trol system includes rate feedback (adding damping)
and position feedback (adding stiffness), similar to
[7]. However, [6] introduces two key elements: the
theory needed to understand rate feedback design
constraints associated with finite bandwidth, allow-
ing for sensors that are not exactly collocated with
the actuators, and a robust local control scheme in-
volving actuator families that suppresses coupling
between adjacent actuators to reduce excitation of
low-order eigenmodes [8]. This local approach is
more robust than a global approach, because it does
not rely on an accurate model.
We introduce in this paper a DM concept, which
has the potential of being much cheaper than other
proposed DM concepts, using the actuator and sensor
concepts mentioned above, and demonstrate that it is
feasible within an AO system. Electro-mechanical
feedback from sensors is used to compensate for
the mirror dynamics using distributed control as
in [6]. We show that performance within an AO sys-
tem does not require sensor static information, nor
does it require actuator/sensor collocation. We use
a finite element model of a test mirror as an example,
and real actuator and sensor characteristics, and in-
corporate such a DM into a simulation of an AO sys-
tem on a practical telescope. Working in both the
temporal and frequency domains, we demonstrate
that the mirror will fulfill the requirements for being
part of an AO system.
2. Deformable Mirror
The DM concept is shown in Fig. 1. There are voice-
coil actuators in a regular pattern on the back of the
mirror to deform the mirror into the correct form.
The back sensors are located between the actuators
and operate in a frequency range of 20–5000 Hz. In a
closed-loop AO system, there is also a wavefront sen-
sor (WFS) measuring the form of the mirror from DC
up to a frequency determined by the sampling fre-
quency of the WFS (typically 500 Hz).
The combination of force actuators and a thin mir-
ror leads to a poorly damped system with many
structural resonances within the desired bandwidth
of the AO system. The main challenge of such a sys-
tem is to establish a stable control strategy with a
high bandwidth. In control terminology, the DM is
the “plant” for the AO control system.
A typical closed-loop AO bandwidth is roughly
50 Hz, so the DM must respond to actuator com-
mands with a relatively flat response and a small
phase lag up to that frequency. However, as shown
in Fig. 2, the faceplate transfer function has many
resonances and antiresonances within that fre-
quency range. The control strategy includes rate
and position feedback, adding damping and stiffness,
further discussed in Subsection 2.C.
A. Faceplate
For a case study, we use a 2 mm thick, 1 m diameter
flat faceplate fixed at the inner rim. It is made of
borosilicate with the material data given in Table 1.
A finite element model of the faceplate was set up
with the software package “Comsol Multiphysics.”
For a near-infrared operation wavelength, the actua-
tor pitch should be 70 mm or less for the sagging
effects (due to gravity) between two support points
to be neglected. Here we chose to have 372 actuators
placed in a square topology with an actuator pitch of
45 mm, as shown in Fig. 3. This is the smallest
achievable actuator pitch with the current actuator
design. The optical reason for choosing a 45mm pitch
is given in Section 4. The 702 back sensor nodes are
each located between two adjacent actuators; i.e.,
each actuator in general has four neighboring sen-
sors. In addition to the actuator and sensor nodes,
Suction cup
Voice coil
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Actuator feedback
Adaptive optics feedback
Deformable mirror
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Controller
LVDT
Fig. 1. (Color online) Conceptual design of force actuators and
position sensors. The controller is dependent on information from
the three sensor feedback loops.
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Fig. 2. (Color online) Transfer function of the DM from force to
position (average of four neighboring sensors) at the same location.
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another 4000 nodes are used in the finite element
model.
The dynamic behavior of the faceplate is described
by the differential equation
M
d2ξ
dt2
 Edξ
dt
Kξ  f;
whereM, E, and K are, respectively, the mass, damp-
ing, and stiffness matrices, f is a force vector, and ξ is
a vector of angular and translational displacements.
The first eigenfrequency is at 5.6 Hz, and there are
another 12 eigenfrequencies below 50 Hz, i.e., within
the expected bandwidth for an AO system.
Guyan reduction and modal truncation were used
to obtain a more computationally practical model.
Guyan reduction reduced the number of degrees of
freedom for each node to three, retaining out-of-plane
translation and the two rotations around the in-
plane axes. Modal truncation removed the modes
with eigenfrequencies above 10 kHz. Mode accelera-
tion was applied to include the static contribution
from the modes omitted by the truncation.
Structural performance of the faceplate, repre-
sented by the transfer function from force to position
at one location as shown in Fig. 2, can be understood
from a wave-based description. Resonances arise due
to constructive interference of the bending waves re-
flecting off the faceplate boundaries. Above a certain
frequency, the response is no longer dominated by
sharp resonance and antiresonance peaks, because
many different modes overlap. The transition to this
“acoustic” region begins where the half-power band-
width of a mode exceeds the average modal spacing
by a factor of 2 or 3, at a frequency [6] of
f ac  2

D
ρh
s
1
Aζ ; (1)
where the nomenclature is defined in Table 1. For ex-
ample, for a DM of borosilicate with a diameter of 1 m
and a thickness of 2 mm, the transition frequency is
about 1300 Hz.
Use of a noncollocated sensor and actuator scheme
gives rise to phase lag, which is tolerable as long as
the distance between the actuators and sensors is no
more than [6]
d <
cB
8f ac
;
where cB is the bending wave speed in the plate, and
f ac is given by Eq. (1).
B. Actuators and Sensors
The dynamical behavior of the actuators and the sen-
sors can be represented by state-space models. The
equation of motion for an actuator in the Laplace
domain is given by
F  ms2  es kδr;
wherem is the mass and δr is the position of the mov-
ing rod, and F is the electromagnetic force developed
by the voice coil, which is the product of its force con-
stant and the current in the winding. The suction cup
can be viewed as a spring with stiffness k and damp-
ing coefficient e. A local current loop can be added to
suppress the influence of the inductance and the
back electromotive force of the voice coil. Thus, we
can assume that the current is proportional to an
input voltage, U, and the transfer function from vol-
tage to rod displacement is
δr
U
 C
ms2  es gC k ; (2)
where g is the proportional gain of the local feedback
loop from the LVDT and C is a design dependent con-
stant. The natural frequency, ωa, and the damping,
ζa, of the second-order system in Eq. (2) is
ωa 

gC k
m
;
r
ζa 
e
2

mgC k
p .
Choosing appropriate scaling, we can let C  1. A
state-space realization of Eq. (2) is given by
Table 1. Nomenclature and Parameter Values for a 1 m DM Used
for Performance Studies
Parameter Definition Value
E Young’s modulus 63 × 109 Pa
ρ density 2.23 × 103 kg∕m3
ν Poisson ratio 0.2
h DM thickness 2 mm
D bending stiffness Eh3∕121 − ν2
r radius of the mirror 0.5 m
A DM area πr2
ζ damping ratio 1%
45 mm
50 mm
1000 mm
Actuators
Sensors
Fig. 3. (Color online) The topology of the actuator and sensor
positions for the 1 m case study.
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Aa 

−2ζaωa −ω2a
1 0

;
Ba 
ω2a
0

;
Ca   0 1 ;
Da  0.
The sensors on the back of the mirror, shown in
Fig. 1, encompass electret microphones inside bel-
lows. Such a sensor can be viewed as a pressure
sensor with a flat region of the frequency response
between the low-pass cutoff, ωlp, and the high-pass
cutoff, ωhp. The transfer function is given by
Hsens 
s
s ωhp
·
ωlp
s ωlp
.
Here, we neglect scaling factors. The equation can be
converted to state-space form:
As 
 0 −ωhpωlp
1 −ωhp − ωlp

;
Bs 
 0
ωlp

;
Cs  0 1 ;
Ds  0.
The corner frequencies are 20 Hz and 5 kHz for our
design [5].
The electret microphones can detect a pressure
change, Δp, of around 0.2 Pa. The corresponding
volume change is computed from
Δv  − vΔp
1.4p
;
obtained by differentiation of the state equation for
an adiabatic ideal gas, where p is the internal pres-
sure in the bellows. Assuming no dynamics in the
bellows between the corner frequencies, the volume
change is proportional to the deflection of the mirror.
With the dimensions chosen, the electret micro-
phones can sense a deflection of about 10 nm.
C. Faceplate Control
The DM system is shown in Fig. 4. The three blocks
“Actuators,” “Faceplate,” and “Sensors” represent the
state-space models for these mechanical parts. The
gains of the position and rate feedback loops are
represented by the diagonal matrices Kp and Kv,
respectively. A differentiator is used for the rate
feedback, since the electret microphones are position
sensors. The piston control is required to reduce
excessive stresses at the attachment points of the
faceplate.
A force command to one actuator produces a global
response, similar to the tip/tilt mode, for the whole
mirror. The loop gain of the faceplate is about 30
times higher for low spatial than for high spatial fre-
quencies. The substantial coupling between actua-
tors is reduced by the matrix Q, shown in Fig. 4. It
is in principle possible to obtain Q by inverting the
faceplate model, but the system may not be robust
if the plant is not modeled with high accuracy [6].
We instead propose a local scheme, using a set of
actuator families, each centered on an actuator. A de-
sired displacement command (input to Q in Fig. 4) at
a particular actuator location results in a force dis-
tribution applied to all the actuators in that family.
The force distribution in each family is determined
by minimizing the cost function
J  ∥K−1a f − ξ∥; (3)
where f is the force vector for the actuator nodes, and
ξ is a vector defining the desired displacements at
the actuator nodes, defined below. A static condensa-
tion of the full stiffness matrix is used to form Ka,
which then only retains the out-of-plane translation
degrees of freedom for the actuator nodes. The ele-
ments of the force vector f in Eq. (3) are constrained
to be
f i  0 for i∉ family;f i ∈ R for i ∈ ; family
where i is the actuator number. The elements of the
displacement vector, ξ, for a family centered on the
j-th actuator are
ξi  0 for i ≠ j; ξi  1 for i  j.
Using this approach, the computed force vectors
for each family are stored as columns in the family
matrix Q. Each column corresponds to a command
vector for a specific center actuator. We have chosen
a family size with two rings of actuators around the
centered actuator, in total 21 actuators. We note that
the family concept will not work satisfactorily with
very closely located actuators, because the corre-
sponding forces become excessive. In fact, this not
only applies to our concept but also is related to
the flexibility of the mirror.
A comparisonbetweenuse of a single actuator anda
family centered on the same actuator can be made by
studying the influence functions for the two cases.The
Q Actuators
Kv s
Kp
yu
Piston
control
Faceplate
 Sensors
Fig. 4. Block diagram of the DM system. The actuator, face-
plate, and sensor modules represent the state-space models de-
rived in Subsections 2.A and 2.B. The input u is the commanded
displacement.
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influence function for a single actuator is largely
dominated by a tip/tilt shape (the lowest frequency,
most compliant mode of the faceplate), whereas the
influence function for the family is essentially a local
deformation at the center actuator of the family.
To further demonstrate the properties of the
control system with the family concept, we use the
faceplate model introduced in Subsection 2.A as an
example. In this study, piston control is not included.
To study the dynamical behavior of the system, we
compute frequency responses for two cases:
• Case 1: The input command vector, u, of Fig. 4
is a pure tip and its magnitude at a representative
location is taken as scalar input, and the output is
the displacement measured at the same location.
The objective is to study low spatial frequency
behavior.
• Case 2: The input command vector, u, has all
zeros except at a representative location. The magni-
tude of the input at that location is then the scalar
input, and the output is the displacement at the
same location. The objective is to study high spatial
frequency behavior.
The frequency response of the mirror alone, i.e.,
when Kv and Kp of Fig. 4 are null matrices and Q
an identity matrix, is shown as solid curves in Fig. 5.
As expected, the first eigenfrequency at 5.6 Hz corre-
sponds to the tip/tilt mode and is seen both for Cases
1 and 2. Closing the rate feedback loops with a diag-
onal Kv matrix and ideal sensors gives the dashed
lines in Fig. 5. The system is overdamped at lower
frequencies for the gain needed to damp eigenfre-
quencies up to the acoustic frequency. With nonideal
sensors, there is hardly any overdamping, since their
response drops off below 20 Hz. The transfer function
of the system with closed rate feedback and nonideal
sensors is shown as dotted curves in Fig. 5.
Including the family matrix, Q, in the control
system has two effects. Besides decoupling adjacent
actuators from each other, eigenmodes with eigenfre-
quencies below 30 Hz are much less excited by input
commands when Q is included. The second effect is
important since the low-order eigenfrequencies in
Fig. 5(b) (dotted curve) are not as well damped.
We continue by looking at the features of the
position feedback and the family matrix, with the
starting point from the dotted curves in Fig. 5.
Themagnitude difference of about 30 dB between the
cases is suppressed by the family matrix, shown as
the dashed curves in Fig. 6. Also, the low-frequency
eigenmodes still present in the high spatial fre-
quency case are attenuated. However, while the low
and high spatial frequencies now have similar static
gain, the low spatial frequency resonances are below
the desired AO bandwidth. This is corrected by add-
ing stiffness through the position feedback. To illus-
trate the effect of the position feedback clearly, the
dotted curves in Fig. 6 show the closed-loop perfor-
mance with ideal sensors. The dynamic behavior is
now similar for both cases. Finally, the solid curves
include the effect of the nonideal sensors. The roll
off behavior of the sensors below 20 Hz gives rise to
low-frequency asymptotes in the closed-loop re-
sponse. The solid curves show the dynamical be-
havior of the DM system.
One final detail is that the piston is unobservable
by the WFS in an AO system, and some piston con-
trol is needed to alleviate unnecessary stress that
can slowly build up at the fixed inner rim of the
DM. A better solution than driving the piston to zero
is to subtract the mean force of the actuators closest
to the rim from the displacement command at every
location with some small gain; this additional feed-
back loop is shown in Fig. 4.
3. Adaptive Optics Control System
With the control architecture for the inner loop of the
DM described in Section 2, we now introduce the out-
er AO loop, including wavefront sensing. The dy-
namic response of the DM system, shown as the
solid lines in Fig. 6, is not the same as that of a
(a) (b)
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Fig. 5. (Color online) Transfer functions for (a) Case 1 (global), and (b) Case 2 (local). See text for case descriptions. The solid line shows
the faceplate dynamics when Kv and Kp are null matrices and Q is an identity matrix. The dashed line illustrates the same situation,
however with closed rate feedback,Kv, and ideal sensors, whereas the dotted curve is for nonideal sensors. The conclusion is that the back
sensors do not need to have bandwidth down to zero frequency.
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typical DM, but we demonstrate that it is sufficient
for the purpose. The feedback control used for the AO
system is shown in Fig. 7, where the plant is the DM
system with the closed position and rate feedback
loops as described above and shown in Fig. 4, and
the input is the commanded displacement. The AO
loop is closed with integral control, represented by
the KAO∕s block in Fig. 7.
The WFS-block in Fig. 7 is a matrix representing a
Shack–Hartmann WFS with a square 22 × 22 lenslet
array. The lenslet array is aligned such that the cor-
ners of the grid coincide with the actuator locations;
see Fig. 8. Since the lenslet array map is larger than
the DM, a mask is used to remove 88 subapertures.
The four subapertures in the center are omitted be-
cause a pure piston displacement of the DM would
give a nonzero WFS reading for the four subaper-
tures in the center due to the inner boundary condi-
tions. The tip and tilt for each remaining subaperture
are computed from the wavefront samples at the
actuator locations [9]
tip  wp1 wp2 −wp3 −wp4
2
;
tilt  wp1 wp3 −wp2 −wp4
2
;
where the two-dimensional vectors p1, p2, p3, and p4
define the locations of the four corner points of a sub-
aperture, and wp is the displacement.
The R-block in Fig. 7 is the reconstructor matrix,
which is used for computation of DM actuator
commands from the tip and tilt values of the WFS-
matrix. The reconstructor is assembled using singu-
lar value decomposition of the interaction matrix,
i.e., the matrix that describes the tip and tilt of the
wavefront over the subapertures, when poking each
DM actuator individually.
The performance of the AO loop is limited by the
phase lag introduced by wavefront sampling and re-
presented by the delay block in the control loop in
Fig. 7. The delay is modeled as a fifth-order Padé ap-
proximation of e−sT, where T is the delay time. Half
the delay is from the WFS sampling period, and half
is from the zero-order hold. The closed-loop perfor-
mance and the rejection plot of the system in Fig. 7,
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Fig. 6. (Color online) Frequency responses for (a) Case 1 (global), and (b) Case 2 (local). The dashed curves show the effect of the family
matrix. The magnitude difference (seen in Fig. 5) is no longer present. The dotted curves show the dynamical behavior of the faceplate
when the position feedback is closed with ideal sensors. The low-order eigenmodes are shifted toward higher frequencies, and the dyna-
mical behavior is similar for the two cases. The solid curves show the frequency responses when nonideal sensors are used. The controlled
DM has similar dynamic behavior for different spatial frequencies.
WFS DM yu    R
Delay
K   AO
s
Fig. 7. Block diagram of the AO loop. The loop is closed with an
integral controller.
Fig. 8. (Color online) The lenslet array grid over the DM. Lenslets
that are not completely filled by the light beam are not taken into
account. Actuator locations are marked by crosses.
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from ϕin to ϕres at a representative location, is seen in
Fig. 9 for T  1 ms. The two cases (described in
Subsection 2.C) represent the lowest and highest
spatial frequencies that the DM can achieve. The dif-
ference between our DM system and an idealized DM
(with a uniform behavior for all spatial frequencies
and a flat frequency response) include the small dif-
ference between the spatial frequencies, an increase
in low-frequency gain, and some additional phase lag
at higher frequencies. The latter would become a sig-
nificant factor for desired AO bandwidths above
100 Hz.
4. Influence of Atmosphere
Our proposed large DM concept, described in
Sections 2 and 3, is studied in closed-loop AO opera-
tion. As an example for our study, we assume that the
DM already introduced is the secondary in a two-
mirror, 30 m telescope with AO. The observing wave-
length is assumed to be 2200 nm. A three-layer
atmosphere model is used with parameters taken
from a study of the atmosphere over the La Palma
observatory [10], as given in Table 2. The altitudes
of the atmospheric layers are not of importance, since
only objects at zenith are considered and the field is
small. There are 20 actuators across the DM with an
actuator pitch of 45 mm; thus the actuator pitch
matches the Fried parameter of the first atmospheric
layer.
A thin-layer model of the atmosphere is used with
near-field propagation. Assuming Kolmogorov turbu-
lence, the two-dimensional power spectrum of the
phase is given by [9]
Patm→ f  
0.0229
r5∕30 f
11∕3
; (4)
where r0 is the Fried parameter and f is the magni-
tude of the spatial frequency vector → f.
We now evaluate the AO performance in both the
temporal and the frequency domain.
A. Performance for Different Zernike Polynomials
The AO system is null-seeking, and it is the task of
the system to suppress input disturbance from the
atmosphere to the extent possible. It is useful to ex-
pand the atmospheric phase into a series of Zernike
polynomials. The power spectra for the individual
Zernike polynomials, P→ f , can be computed from
the power spectrum of the atmospheric turbulence
as [11]
P→ f   jM→ f j2Patm→ f ; (5)
where M→ f  is the Fourier transform of a specific
Zernike polynomial. The Fourier transform of the
Zernike polynomials is given by [12]
jM→ f j 

n 1
p 2jJn1πDDMf j
πDDMf
×
8<
:

2
p
j cosmθj for m ≠ 0;
2
p
j sinmθj for m ≠ 0;
1 m  0;
where n is the radial degree, m is the azimuthal fre-
quency of the polynomial, DDM is the diameter of the
DM, and Jkx is the Bessel function of the first kind
of the order k. Assuming frozen turbulence approxi-
mation (i.e., the phase screen shape remains un-
changed when translated at the wind velocity V),
the spatial power spectrum can be related to the tem-
poral power spectrum as [11]
Wν  1
V
Z ∞
−∞
P
 ν
V
; f y

df y.
Here, ν  Vf x is the temporal frequency. Using
Eqs. (4) and (5), the temporal power spectrum related
to a specific Zernike component at the DM is given by
Winν 
0.0299
VDMr
5∕3
0;DM
Z ∞
−∞
 ν
VDM

2
 f 2y

−11∕6
×
M
 ν
VDM
; f y
2df y; (6)
where the wind speed and Fried’s parameter have
been scaled to the deformable secondary mirror. For
our test case, the diameter of the telescope entrance
pupil is 30 m, and the diameter of the DM is 1 m, so
the scaling becomes r0;DM  130 r0 and VDM  130V .
Table 2. The Parameters of the Atmosphere
for λ  2200 nm at La Palma [10]
Layer Fried’s parameter Wind speed
1 1.48 12m∕s
2 4.21 18.6m∕s
3 6.96 8m∕s
10 −1 10 0 10 1 10 2 10 3
0
10
M
ag
ni
tu
de
 [d
B]
Frequency [Hz]
Case 1
Case 2
-10
-20
10 −1 10 0 10 1 10 2 10 3
−20
0
M
ag
ni
tu
de
 [d
B]
Frequency [Hz]
Case 1
Case 2
−40
−60
Fig. 9. (Color online) The closed-loop frequency response (to the left) and the rejection plot (to the right) of the system shown in Fig. 7,
from ϕin to ϕres for a representative location. The two cases represent the lowest and highest spatial frequencies that the DM can achieve.
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Note that only the first layer of the atmosphere in
Table 2 is considered here.
The full AO system, described in Sections 2 and 3,
is null-seeking. The disturbance for each Zernike
polynomial is given by Eq. (6). The residual power
spectrum is
Woutν  jHνj2Winν;
where Hν is the system rejection transfer function,
shown in Fig. 9. The power spectra for the uncor-
rected and the corrected tilt mode of the atmosphere
are shown in Fig. 10. The Zernike spectra are char-
acterized by a cutoff frequency [11]
νc  0.3n 1
V
D
;
where n is the radial order of the Zernike component.
The areas under the power spectra in Fig. 10 give
the variance of the phase. The contribution of each
Zernike mode can then be computed, and the result
is shown in Fig. 11(a). The rms value of the wavefront
for the first 25 Zernike modes is normalized with re-
spect to the uncorrected tilt mode. The suppression of
the Zernike modes, i.e., the residual divided by the
input disturbances, is shown in Fig. 11(b).
The mean-square error for Kolmogorov turbulence
is described by Noll [12] as σ2  1.0299D∕ro5∕3. The
mean-square residuals are suppressed by a factor
of about 700 (rms reduction of 26). Thus, using
Maréchal’s approximation, the Strehl ratio is 0.8
for our case.
B. Time-Domain Simulation
A time-domain simulation of the full system, shown
in Fig. 7, with an atmosphere model as input, ϕin, is
used to demonstrate feasibility. The atmospheric
disturbance model used is the three-layered atmo-
sphere given in Table 2. The phase contributions
from the different layers are assumed uncorrelated,
and the net phase is the sum over the three layers,
with frozen turbulence assumed. The layers obey
Kolmogorov statistics given by Eq. (4).
A phase screen describes the phase difference
added to a wavefront, when passing through a thin
turbulent layer. Linear propagation through the
screen is assumed; i.e., refraction is neglected. A
phase screen, φr, is composed by filtering a random
function, Jf , with the square root of the power spec-
trum of the two-dimensional phase, Winf ,
φr  F−1
 
Winf 
p
Jf 

; (7)
which is a method introduced by McGlamery [13].
A fourth-order Runge–Kutta method is used with a
fixed integration interval of 50 μs. The sampling per-
iods of the phase screens and theWFS are 1 ms and 2
ms, respectively. Linear interpolation is used to up-
date the phase screen during a sampling period.
A result from a 3 s simulation is shown in Fig. 12.
The two zooms show, respectively, the initial transi-
ent response of the mirror when it is commanded
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Fig. 10. (Color online) Temporal power spectra of the uncorrected
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from its rest position and a 14 ms window illustrat-
ing the typical behavior of the mirror during opera-
tion. The Strehl ratio is computed using Maréchal’s
approximation for all nodes across the mirror. If the
performance during the startup transient is not con-
sidered, the average Strehl ratio is 0.77. The startup
transient has a duration of 0.1 s due to actuator
saturation. Further, the effect of temporal WFS sam-
pling is apparent in the right zoom of Fig. 12. If our
DM is replaced by an ideal DM, the average Strehl
ratio is increased to 0.81 for the same phase screen.
Thus, the main reducing factor of the AO system is
the phase lag introduced by the AO loop.
5. Conclusions
We have demonstrated feasibility of a low-cost con-
cept for a large DM for AO. Use of voice-coil (force)
actuators results in a lightly-damped mirror with
many structural modes within the AO control band-
width, resulting in the need for feedback from
electro-mechanical sensors to obtain dynamic re-
sponse sufficient for AO. However, inexpensive
electro-mechanical sensors can be used, because pre-
cision is not required quasi-statically, nor do the sen-
sors need to be collocated with the actuators to
provide active damping. The control system includes
rate feedback to add damping, and a local family ap-
proach to suppress crosstalk between adjacent actua-
tors. The latter ensures that the mirror has similar
dynamic behavior for all the spatial frequencies that
can be introduced by the actuators. Compared to an
idealized DM, our concept will appear similarly
inside an AO system for desired AO bandwidths
of 100 Hz or below. If a higher AO bandwidth is
required, the bandwidth of the actuators must be
increased.
Performance prediction of the low-cost DM system
has been simulated within an AO system. Atmo-
spheric turbulence was included both using a Zer-
nike polynomial expansion of the atmosphere and
using a time-domain simulation showing the fluctua-
tion of the Strehl ratio over time. The simulation, in-
cluding a three-layer atmosphere, gave an average
Strehl ratio of 0.77. This agrees well with the analy-
tic approach, from which the Strehl ratio is deter-
mined to be 0.8.
With low-cost sensors and actuators, the dynamic
behavior of the DM is not the same as that of a typical
DM, but we have demonstrated that it provides good
performance within an AO system. Compared to ex-
isting solutions, the suggested low-cost DM is made
possible from the low electro-mechanical tolerances.
The maintenance cost is also believed to be lower,
because of the vacuum attachment concept.
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